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Step

1

Job Scope MN DY Safety and Additional Information

Install Replacement 1/30FA Damper Drives.
Commence work after receipt of

replacement drives. Will require I&E
disconnection of existing drlves,
mechanical removal of existing drives and
mountlng of replacement drives, and I&E
reconnectlon of new drlves with amplifier
llne-up. See Ken Nlelson or Phll Hailes
if questlons.
1690.305103 (X8)
******************************************

JOB SCOPE:
i.    DISCUSS THE WORK TO BE DONE WITH THE
UNIT OPERATOR. INFORM HIM OF ANY PROBLEMS
WITH ALARMS, CONTROLS, OR INDICATIONS THAT
MAY OCCUR AS A RESULT OF THIS WORK.

******************************************

SAFETY / ENVIRONMENTAL REQUIREMENTS:
A. THIS IS A NOISY AND HOT AREA. WEAR

THE APPROPRIATE PPE FOR THIS SITUATION.
******************************************

ADDITIONAL INFORMATION:
a.    KEN NIELSON IS    THE ENGINEER OVER THIS

PROJECT. NO INFORMATION HAS BEEN GIVEN TO
PLANNING FOR THIS EQUIPMENT.    PLEASE
CONTACT KEN NIELEON AT EXTENSION 6437 FOR
ADDITIONAL INFORMATION.

b. THE EXISTING DAMPER DRIVES ARE ON THE
NINTH FLOOR, NORTH AND SOUTH SIDES OF THE
BOILER.

Failure Code:

Signature    :

Signature    :

** Delay Codes Legend **
W=Whse    C=CrSp    T=Tag    TL=Tool P=Plan

** Record Time Daily ** Delays
Emp No Date Hours Code/Hrs

2. CORRECT ALL PROBLEMS FOUND ON THIS WORK
ORDER UNLESS PARTS ARE NEEDED THAT ARE NOT
IN THE WAREHOUSE OR A CLEARANCE IS NEEDED
TO DO THE JOB    SAFELY.

3. REMOVE WIRING FROM THE SMALL EXISTING
DAMPER DRIVES ON THE OVER FIRED AIR DUCT.

4. REMOVE THE SMALL DAMPER DRIVES AND TAKE
THEM TO THE WAREHOUSE REBUILD AREA.

5. INSTALL THE NEW D~!4PER DRIVES AND
CONNECT ALL WIRING.

6. TUNE THE AMPLIFIER UP FOR THE NEW DRIVE
AND STROKE THE DRIVE TO VERIFY PROPER
OPEP~ATION.

** IMPORTANT NOTICE **
YOU ARE RESPONSIBLE FOR YOUR OWN SAFETY AND MUST
ENSURE THAT THE REQUIRED PPE    IS WORN FOR EVERY
JOB YOU ARE DOING.        IF YOU HAVE Ai~$Y QUESTIONS
CONCERNING THE WORK RULES,    SAFETY CODES,    OR
REQUIRED PPE,    PLEASE CONTACT YOUR SUPERVISOR.

Job Feedback/Historical Notes:
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1 7. PLEASE NOTE ALL PROBLEMS FOUND AND ANY
CORRECTIVE ACTION TAKEN TO RETURN THE
SYSTEM TO NORMAL OPERATION.

M~ DY
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